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* 1.2.1.5. delete and substitute:

●
* 3.5.2,

“1.2.1.5 Termination finish. The termination finish shall be
identified by either the letter ‘N’ or ‘p’. The letter ‘N’ shall
identify a termination sui,table for solder attachment (see 3.5.21. The

‘P’ shall identify a termination suitable for attachment by
~~~~~~tive epoxy or eutectic methods (see 3. 5.2).”
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delete and substitute:

“3.5.2 Terminations. The terminations shall be a minimum of 50
micro inches of gold over a suitable barrier base metal ‘N’ or a
termination suitable for attachment by conductive epoxy or eutectic
methods ‘P’. ”
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● TABLE IV, group II, following “Soldera bilit y”, add: 8’Al “ .

* TABLE IV, following footnote ~1, add:

‘“~1 Solderability test is only applicable to termination ‘N’ capacitor s.”
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+ TABLE VI, subgroup 1, following “Soldera bilft y”, add: “~1” . At end of table
VI, add:

“~/ Solderability test is only applicable to termination ‘N’ capacitor s.”
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* 4.7.1, item “b”, delete and substitute:

“b. The capacitors to be tasted shall be ~ttached to one land area by
the applicable methods (see 1.2.1.5).
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4.7.3, delete and substitute:

“4.7.3 Capacitance (see 3.7). Unmounted capacitors shall be tested fn
accordance with method of MI L- STD-202. The following detail and
exception shall apply:

a. Test frequency :

Classes’ 1A, 18, and “lC:

Classes 2 and 3 (~ 100 pF,. :

Classes 2 ‘and 3 (> 100 PF

b. Test voltage:

MHz *5O kHz.

1 MHz *5O kHz.

1 kHz *5O Hz.

‘Classes 1A, lB, IC, and 2: 1.0 V rms *0.2 V.

class 3: 0.3 V rms +0.1 V.

NOTE (l:O1.classes 2 and 3 characteristics only): Following a dielectric
withstiinding voltage or insulation resistance test’, capacitance may be
measurf?d after holding the capacitor for a period .of time not to exceed 24
hours. ”

PAGES 17 ANO 18

TABLE IX, delete and substfute:

“TABLE IX. Combined submission.

I I r
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See footnote at end of table.
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“TABLE IX. Combined submission . Continued.

See footnote

—
Part number

M49464

EOIJ039JN
F01J037JN
G01J051JN
H01J045JN
J01J047JN
K01J049JN
L01J051JN
M01J053JN
N01J057JN
P01J061JN
R01J064JN
T01J066JN
U01J070JN
V01J068JN
W01J072JN
X01J072JN
YOIJ072JN
Z01J072MN
E01A079PN
F01A078PN
G01A081PN
HO IA079PN
J01A080CN
K01A080CN
L01A081CN
M01A081CN
N01A084c N
P01A087CN
R01A093CN
TO1A1O1CN
UOIA1OBCN
VOIA1O3CN
WOIA1ll CN
X01A119JN
.Y01A121JN
ZOIA133MN
EOIJ1llJN
FO1J1O9JN
G01J123JN
HO IJ117JN
JO IJ119JN
K01J121JN
L01J123JN
M01J125JN
NO IJ128JN
P01J133JN

at end of table.
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“TABLE IX. Combfned submission - Contfnued.

Part number ~ Number of units ~/! Rated voltage i
f449464

I 1 r
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~/ Thirty-nine unfts of the smallest case and 40 unfts of the largest case
~hall be ~“bmftted ff certfffcatfon is gfven for fungus (see 3. 19).”

The margins of thfs amendment are marked wfth an asterfsk to indfcate where
changes (dddftions, mod fffcations, corrections, deletfons) from the previous
amendment were made. Thfs was done as a convenience only and the Government
assumes no liabflity whatsoever for any inaccuracies in these notations.
8idders and contractors are cautioned to evaluate the requirements of this
document based on the entire content irrespective of the marginal notations and
relationship to the last prevfous amendment.
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